
870 GROUND IMPROVEMENT STRUCTURES

This category group includes drainage and storm sewer systems, boundary fen-
cing, gates, guard towers and shelters and other related facilities.

871 GROUNDS, DRAINAGE

871 10 STORM SEWER (LF)

Storm sewers are components of a storm drainage system that collects the
surface runoff water and conveys it to outlet points. Storm sewers are
required at installations or areas where open drainage ditches would
create a hazard to the operation of vehicles and aircraft or would prove
hazardous to pedestrians. Storm sewers shall not be combined with sani-
tary sewers. See NAVFAC DM-5, Civil Engineering, for design information.

871 11 OIL/WATER SEPARATOR - RUNOFF WATER (KG)
871 15 STORM WATER PUMPING STATION (EA)

Requirements for Category Codes 871 11 and 15 must be individually justi-
fied. No criteria are available.

871 20 DRAINAGE DITCH (LF)
Drainage ditches serve the same purpose as storm sewers. They are prefer-
able to covered structures to minimize construction, to conserve materials,
and to facilitate maintenance. Ditches should be planned to provide ade-
quate depth to contain all runoff water anticipated from snow, ice, thaws,
frozen ground, and severe rainfalls. In the planning of the drainage sys-
tem, consideration should be given to the location of ditches to minimize
the creation of hazards to vehicles or personnel. See NAVFAC DM-5, Civil
Engineering, for technical information.

871 25 DYKE/DAM (LF)
871 30 IRRIGATION FACILITY (LF)
871 35 RETAINING WALL (LF)
871 40 RECLAIMED OWNED LAND (AC)
871 45 DREDGED SPOIL HANDLING FACILITY (GM)

Requirements for Category Codes 871 25 and 35 must be individually justi-
fied. No criteria are available.
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872 GROUNDS FENCING, GATES AND GUARD TOWERS

This basic category provides boundary security in the form of fencing, walls,
gates, watch towers, guard walks, and guard shelters. The type and amount of
security planned is a function of the security classification required, and
the economical utilization of security guards.

872 10 STATION SECURITY AND PERIMETER FENCING AND WALLS (LF)
872 15 INTERIOR FENCING (NOT CODED IN 872 10) (LF)

Security fencing and walls define the limits of security areas, and facil-
itate the effective and economical use of security personnel. Fencing is
planned on the basis of a study of the security classification require-
ments of the installation. The permanency of the installation, availa-
bility of materials, presence of natural aids to security, guard person-
nel, security hazards, and problems and degree of security required, must
be considered in all fence construction. Security fencing is generally of
the type known as chain link or cyclone, or under certain conditions it
may be barbed wire. Fences should be 50 to 150 feet from buildings or
critical supplies to be protected. There should be at least 20 feet be-
tween perimeter fences and structures, parking areas, or natural features
outside the fenced area which could offer concealment or assistance to
unauthorized access to area protected. When this is not possible, peri-
meter fencing should be increased in height or otherwise designed to com-
pensate for the proximity of aids to concealment or access.

Standard Security Fencing. The average standard security fence of the
so-called manproof type is the 7-foot cyclone, chain link fence with 1-1/2
foot outriggers mounting 3 barbed wire strands at 45 degrees, increasing
the overall height of the fence to 8 feet.

Barbed Wire. There are instances such as in isolated air stations, where
three strand barbed wire cattle fence will suffice around the entire peri-
meter of the station, augmented by standard security fencing of critical
areas, if such exist and can be adequately patrolled.

Walls. Where walls, floors, and roofs serve as barriers, they should be
constructed and arranged to provide uniform protection equivalent to that
provided by chain link fencing as specified. See Table 872-l for appro-
priate applications and characteristics of fences.

872 20 GUARD AND WATCH TOWERS (EA)

Where authorized, guard or watch towers should be constructed at locations
that will provide the best observation of security areas. The general
building of guard towers at other than correctional facilities and certain
special weapons projects is not presently considered appropriate. Each
local security situation should be solved on its own merits. For design
criteria, see NAVFAC DM-5.
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